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ROLLING-ELEMENT LUBRICATION WITH FLUORINATED POLYETHER 

AT CRYOGENIC TEMPERATURES (160" TO 410" R) 

b y  M a r s h a l l  W. Die t r ich ,  D e n n i s  P. Townsend, a n d  E r w i n  V. Zare tsky  

Lewis Research  C e n t e r  

SUMMARY 

Rolling-element lubrication tests  were conducted with 1/2-inch-diameter (12. 7-mm-) 
SAE 52100 steel  balls. The tes ts  were run in an NASA five-ball fatigue tes ter  modified 
for  cryogenic temperature testing. Test conditions included a drive shaft speed of 4750 

9 9 2 rpm, a maximum Hertz s t r e s s  range of 500 000 to 800 000 psi ( 3 . 4 ~ 1 0  to 5.5x10 N/m ), 
outer-race temperatures of 160' to 410' R (89 to 227 K), and contact angles of lo0, 20°, 
30°, and 40'. Four fluorinated polyether fluids with different viscosities were used a s  
the lubricants. 

The deformation and wear of the test specimens lubricated with the fluorinated poly- 
ether fluids compared favorably with those of test specimens run at room temperature 
with conventional lubricants. This result indicates that the fluorinated polyether fluids 
have the ability to form adequate elastohydrodynamic films at outer-race temperatures 
from 160' to 410' R (89 to 227 K). 

Adequate lubrication was obtained at outer-race temperatures below the fluid pour 
point with each of the four lubricants. At outer -race temperatures below each pour point, 
the upper-ball temperature and the lubricant temperature remained constant. At outer- 

race  temperatures above the pour point of the lubricant, both upper-ball (inner-race) and 
lubricant temperatures increased at a constant rate  with increasing outer-race tempera- 
ture. In addition, the upper-ball temperature increased with increasing s t r e s s  at the 
same ra te  for  the four lubricants tested. The rate of temperature increase is approxi- 
mately the same as  that of a super -refined mineral oil a t  room temperature. 

INTRODUCTION 

The need for  reliable bearings in cryogenic systems has increased greatly in the last 
decade. These systems include the short-duration runs (several minutes) of high-speed 



rocket turbopumps a s  well as the long-duration runs  (several  hundred hours)  of cooling 

system pumps with moderate speeds and loads (refs.  1 to  4). 

Presently,  sys tems of these types a r e  lubricated by t ransferr ing a dry lubricant 

film from the ball-retainer (cage) pockets to the bal ls  and subsequently to the r a c e s  of 

the bearing during operation (refs.  5 to 7). This dry transfer-film method of lubrication 

provides only boundary lubrication. Wear,  therefore, occurs  on the rolling elements  as 
well a s  on the r a c e s  of the bearing. This  wear  leads to ear ly  failure and relatively short  

bearing life. In addition, wear  in the bal l  pockets of the retainer  can b e  excessive 

(refs.  5 to  7)) which can lead to premature retainer  fai lure  and thus catastrophic fai lure  

of the bearing. 

A different approach to the problem of lubrication in cryogenic sys tems i s  the use of 

liquid lubricants. With a liquid lubricant, not only could a higher strength metal  cage b e  

used but a lso elastohydrodynamic lubrication would be  provided in the rolling-element 

r ace  contact. Wear  of the balls, races ,  and retainer  would b e  minimized. It is, there-  

fore ,  probable that bearings could have much longer lives at cryogenic temperature than 

a r e  now achieved. 

A lubricant capable of forming an elastohydrodynamic film in cryogenic applications 

must be liquid in the cryogenic temperature range. It must  also be  able to operate at the 

maximum system temperature without evaporation. The fluid should be  chemically iner t  

and not be  susceptible to water absorption, which may cause corrosion of the bearing 

components. In addition, good heat-transfer properties a r e  desirable. 

A c l a s s  of fluids that exhibits many of the propert ies  required fo r  cryogenic applica- 

t ions is the fluorinated polyethers (refs.  8 and 9). While some of the fluid propert ies  

such as viscosity and heat-transfer character is t ics  a r e  clear ly defined, the ability of the 

fluids to provide adequate lubrication needs to be  determined experimentally. 

The r e sea rch  reported herein was  undertaken to evaluate the performance of four  

fluorinated polyether fluids in a modified five-ball fatigue tes te r .  The objectives were  to 

(1) compare the lubricating character is t ics  of fluorinated polyether fluids at  outer-race 

temperatures  of 160' to 410' R (89 to 227 K) with those of a mineral  oil at  room temper-  

a ture  and (2) determine the effect of fluid viscosity, maximum Hertz s t r e s s ,  and contact 

angle on the system temperature.  

These objectives were accomplished by conducting rolling-element lubrication t e s t s  

in a modified five-ball fatigue tes te r .  The specimens tested were  1/2-inch- (12.7-mm-) 

diameter SAE 52100 steel  bal ls  with a Rockwell C hardness  of approximately 61 a t  room 

temperature.  Test  conditions included a drive shaft speed of 4750 rpm, a nlaximum 
9 9 2 Hertz s t r e s s  range of 500 000 to 800 000 ps i  (3.4X10 to 5 . 5 ~ 1 0  N/m ), outer-race tem- 

pera tures  of 160' to 410' R (89 to 227 K), and contact angles of lo0, 20') 30°, and 40'. 

Four fluorinated polyethers were  used a s  the lubricants. Temperatures  in the system 

were  measured and analyzed. Lubrication effectiveness was  analyzed with respect to 



wear and deformation of the ball running track and compared with that obtained with a 

super-refined mineral oil a t  room temperature. All experimental results for a given lu- 

bricant were obtained from the same lubricant batch. All ball specimens were from the 

same heat of material. 

APPARATUS 

The test apparatus used in these experiments is a modifed NASA five-ball fatigue 

tester  (see fig. l(a)).  The tester  comprises an upper-test ball that is analogous to the 

inner race of an angular-contact bearing. The upper ball is pyramided on four equally 

spaced lower test balls that a r e  positioned by a retainer and a r e  f r ee  to rotate in an outer 

race (fig. l(b)). The upper test ball  is driven by, and axially loaded through, a drive 

shaft. The lower test block, which contains the outer race, is supported by rubber 

mounts to minimize s t r e s ses  due to vibratory loads and minor misalinements. The test 

block includes an annular vacuum - jacketed liquid-nitrogen Dewar (fig. 1 (a)). In this ap- 
plication, the liquid nitrogen acts as an infinite heat sink with a temperature of 140' R 
(78 K). The five-ball test  assembly (fig. l(b)) is completely submerged in the lubricant. 

The fluid ac ts  a s  both a heat-transfer medium and a lubricant. 

The lower test  block, which is constructed of stainless steel, is covered with a layer 

of polystyrene foam to insulate it  against undue heat leakage from the environment. The 

sources of heat within the test  block region a r e  the heat leak down the drive shaft, heat 

generation due to the rolling and sliding contacts, and heat generation due to the viscous 

shearing of the lubricant in the test chamber. 

TEST LUBRICANT 

The test lubricants evaluated were a family of fluorinated polyethers having the gen- 

e ra l  formula 

where n = 1, 2, 3, o r  4. 

Four fluids with different viscosities were evaluated. These fluids a r e  designated 

E-1, E-2,  E-3, and E-4. The subscript n represents the degree of polymerization of 

the polymer so that at a given temperature the viscosity of the lubricant increases a s  the 
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F igure  1. - Test apparatus. 



TABLE I. - PROPERTIES OF FLUORINATED POLYETHER LUBRICANTS~ 

General formula fo r  family of 

fluorinated polyethers: 

F(CFCF~O),CHFCF~ 
I 

a ~ r o m  ref.  8. 

b ~ s t i l n a t e d  values. 

Fluid designations I 

I 
CF3 

Molecular weight 

Boiling point: 
0 R 

(K) 

Compressibility a t  537' R 
(298 K) and 500 atm, percent  

Heat of vaporization at boil- 

ing point: 

Btu/lb 

(cal/g) 

Approxinlate pour point 

(200 000 c s ;  0 .2  m2/sec): 

OR 

(K) 

Density: 

lb/gal 

(g/cc) 

Specific heat, C ' 
P' 

~ t u /  (lb) (OR) 

(J/(kg) (a) 
Thermal  conductivity: 

~tu/(hr)(ft)(OR) 

(J/(m)(sec)(K)) 

Thermal  expansion: 

ft3/(lb) (OR) 

(m3/ (kg) (K)) 

Vapor p r e s s u r e  at  585' R 

(325 K): 
ps ia  

( ~ / m '  abs) 

Viscosity a t  537' R (298 K): 

E-1 

Degree 

n = l  

286.03 

562 

(312) 

8.20 

b41. 4 

(23.0) 

214 

(118.6) 

13.2 

(1. 538) 

b ~ .  245 

(102 5) 

bO. 05 

(311) 

1 0 x 1 0 - ~  

( 1 . 0 7 ~ 1 0 - ~ )  

23. 7 

(163x10~) 

E -2 

of polymerization 

n = 2  

452.08 

673 

(374) 

6. 48 

b31. 3 

(17.4) 

2 70 

(149.7) 

13.8 

(1. 658) 

0.244 

(1025) 

'0.05 

(311) 

8 . 5 x 1 0 - ~  

( 0 . 9 1 ~ 1 0 - ~ )  

2 .03 

(14x10~)  

c s  

(m2/sec) 

E -3 

0 . 3  

( 0 . 3 ~ 1 0 - ~ )  

0 . 6  

(0. 6 ~ 1 0 - ~ )  

E -4 

of 

n = 3  

618.12 

767 

(426) 

5. 64 

b26. 1 

(14.5) 

300 

(166. 3) 

14. 3 

(1. 723) 

0.243 

(1025) 

bO. 05 

(311) 

6 . 5 x l 0 - ~  

( 0 . 7 ~ 1 0 - ~ )  

0 .23 

( 1 . 6 ~ 1 0 ~ )  

polymer 

n = %  

784.15 

839 

(466) 

5 .18  

b22. 5 

(12.5) 

322 

(178.6) 

14. 7 

(1. 763) 

bO. 241 

(1025) 

bO. 05 

(311) 

6 x 1 0 - ~  

(0 .64~10-6 ,  

0.082 

( 0 . 5 6 ~ 1 0 ~ )  
P 

1 . 3  

(1. 3 x 1 0 - ~ )  
2 .3  

(2 .3x10-~)  



I 
210 310 410 510 610 710 

Fluid temperature, O R  

I 
100 200 300 400 

Fluid temperature, K 

Figure 2. - Temperature-viscosity relation for test lubricants (ref. 8). 

degree of polymerization increases .  Lubricant propert ies  a r e  summarized in  table I. 
The viscosities of the lubricants as functions of temperature a r e  shown in figure 2. 

SPEClMENS AND PROCEDURE 

The test  specimens were  1/2-inch- (12. 7-mm-) diameter SAE 52100 s tee l  ba l l s  with 
a nominal Rockwell C hardness  of 61 at room temperature.  The balls were  thoroughly 
cleaned by immersion in a 95-percent ethyl alcohol solution. They were  removed from 
the cleaning solution and air dried. The bal ls  were  inser ted in the test  block, and enough 
lubricant w a s  added to cover entirely the five-ball assembly. An axial load w a s  applied 
to the five-ball system. Liquid nitrogen was  added to the Dewar to cool the system to the 
operating temperature.  As  the outer-race temperature reached 385' R (214 K), the drive 
motor was  started, and a drive shaft speed of 4750 rpm was  maintained. Temperatures  
were  measured a t  half-hour intervals, and the tes t s  continued until a thermal  equilibrium 
was  reached in the system (i. e . ,  until two successive s e t s  of temperature readings 
showed no change). The average test  duration was  about 2 hours. 

6 



The lubricant temperature was  measured at two different stations in  the test  cavity 

a t  radial distances approximately 1/4 inch (6.4 mm) apart  (see fig. l (a ) ) .  The upper-ball 

temperature was  measured during operation by means of a thermocouple inserted in the 
center of the ball. The thermocouple emf was  obtained through a slipring-brush assembly. 

Running t rack  profiles of randomly selected upper tes t  bal ls  were obtained to deter-  

mine wear  and deformation. These measurements were  compared with measurements  

taken from specimens run under s imilar  load and speed conditions with a superrefined 

mineral  oi l  at  room temperature.  

RESULTS A N D  DISCUSSION 

Rolling-element lubrication t e s t s  were conducted with 1/2 -inch- (12. 7-mm-) diameter 

SAE 52100 steel  bal ls  in an NASA five-ball fatigue tes te r  modified for  low-temperature 

operation. Four fluorinated polyether fluids with different viscosities were  used as the 

lubricants. Test  conditions included outer-race temperatures  of 160' to  410' R (89 to 

227 K), a drive shaft speed of 4750 rpm, and maximum Hertz s t r e s se s  of 500 000 to 

800 000 ps i  (3 .4~10 '  to 5. 5x10' ~ / r n ~ ) .  

The upper-ball temperature as a function of ball  spin velocity in an upper-ball - 
lower-ball contact is shown in figure 3 for  a constant outer-race temperature of 260' R 

(144 K) and the four lubricants tested. These data show that, at a constant outer-race 

temperature,  the upper-ball temperature increases  slightly a s  contact angle (ball spin 

velocity) increases .  This  result  is not unexpected since increased ball  spin velocity gen- 

e r a t e s  more  frictional heat in the contact zone, thereby rais ing the temperature.  These 

Contact angle, deg 

460 

420 

380 

340 

300 
800 1000 1200 1400 1600 1800 2000 2200 2400 2600 2800 3000 3200 

Theoretical ball spin velocity, us, rpm 

Figure 3. - Upper-ball temperature as funct ion of  theoretical ball spin velocity for  onstant ou te r -  6 race temperature o f  260" R (144.4 K); maximum Hertz stress, 800 000 psi ( 5 . 5 ~ 1 0  ~ l m ~ ) ;  shaft 
speed, 4750 rpm. 
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Lubr icant  

(b) Contact angle, 20". (c) Contact angle, 30'. 
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(d) Contact angle, 40'. (e) Summary. 

F igure 4. - Upper-ball te erature as func t ion  of lubr icant  temperature. Maximum Hertz stress, 
9 '?! SO0 000 psi ( 5 . 5 ~ 1 0  N l m  ); shaft speed, 4750 rpm. 



resul ts  a r e  thus a qualitative indication of the heat being generated in the five-ball fatigue 

tester  a s  a resul t  of changes in contact angle. 

A plot ol: the upper-ball temperature a s  a function of the lubricant temperature is 

shown in figure 4 for  the four fluids at the four contact angles. No difference in temper-  
ature occurred between the two locations at which the lubricant temperature was  meas-  

ured. This  plot indicates that, f o r  a l l  four lubricants, the upper-ball temperature varied 

linearly with the lubricant temperature.  All showed the same ra te  of change. F rom these 
results,  the relation between lubricant temperature Tlub and upper-ball temperature 

Tupper bal l  (expressed in OR (K)) can be  written a s  

where 

C = 19' R (10.5 M) fo r  10' contact angle 

C = 33' R (18 K) for  20' contact angle 

C = 40' R (22 M) for  30' contact angle 

C = 40' R (22 K) for  40' contact angle 

From these equations, the upper-ball temperature can be  predicted without the added 

complexity of directly measuring the temperature of the rotating body. 

The lubricant temperature and the upper-ball temperature a r e  plotted a s  functions 

of the outer-race temperature in f igures  5 and 6, respectively. Fo r  each of the lubri- 
cants, there i s  an outer-race temperature range wherein both the lubricant and the upper- 

ball  temperatures  remain relatively constant a s  the outer-race temperature increases .  

This range is coincidelit with the tenaperature range up to and including the pour point for  

each of the fluids. After the outer-race temperature reaches the lubricant pour point, 

both the lubricant and the upper-ball temperatures  increase at  a relatively constant rate .  

This  phenomenon can best be explained by initially considering the bulk lubricant to 

be below the pour point. The outer-race temperature i s  also below the pour point temper-  

ature.  The fluid near  the rolling elements i s  subsequently heated by viscous shearing and 

stabilizes at  a temperature well above i t s  pour point. In this condition, the system heat 

generation stabilizes, and the upper-ball and the bulk lubricant temperatures  remain re l -  

atively constant. Thus, sufficient lubrication is provided at outer-race temperatures  be- 
low the fluid pour point. When the outer-race temperature is above the pour point tem- 

perature,  the total  lubricant volume can circulate in the reservoir .  Therefore,  the tem- 

perature of the lubricant and upper ball begin to increase a s  the outer-race temperature 

increases .  
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Figure 7. - Upper-ball temperature as funct ion of maximum Hertz 
stress for constant outer-race temperature of 310' R (172 K) ;  
shaft speed, 4750 rpm. 

The upper-ball temperature is plotted a s  a function of the maximum Hertz s t r e s s  in 

the upper-ball - lower-ball contact in figure 7. For  the four lubricants tested, the upper- 
bal l  temperature increased with increasing maximum Hertz s t r e s s .  The ra te  of increase 

8 2 f o r  these data i s  approximately fiO R (2 .8  M) per  100 000 ps i  (6.89xt0 N/m ) maximum 
4 9 Hertz s t r e s s  in  the range between 500 000 and 800 000 ps i  (3'4x10 and 5.5X10 .N/m2). 

Comparative data for  a conventional lubricant at room temperature a r e  shown in figure 8, 

where the r a t e  of temperature increase i s  seen to be approximately the same as that with 

the conventional lubricant. In both cases ,  the outer-race temperature was maintained 

constant. 

In figure 9, the profile t r ace  of a typical tes t  specimen running t rack  lubricated. with 

the fluorinated polyether fluid at  340' R (189 K) is compared with that of a representative 
specimen lubricated with a super-refined mineral oil a t  room temperature.  This mineral  

oil i s  known to provide elastohydrodynamic lubrication under the conditions indicated. 

Rolling contact under these conditions (fig. 9) resu l t s  in an alteration of the rolling- 

element surfaces.  This effect manifests itself in three basic  forms:  (1) elastic deforma- 

tion, (2) plastic deformation, and (3) wear.  The latter two fo rms  result  in permanent a l-  

teration of the bal l  surface contour that can be measured after testing. The representa-  

tive t race for  the specimen run with the fluorinated polyether (fig. 9(b)) shows that the 

permanent deformation was  approximately the same as that obtained with the mineral  oil 

(fig. 9(a)). However, the amount of wear  appears  to be  somewhat less .  

This indicates that the fluorinated polyethers used a s  lubricants in the range of 160' 

to 410' R (89 to 229 K) a r e  comparable with a mineral oil  lubricant a t  moderate temper-  

a tures ,  560' to 760' R (311 to 478 M). Thus, it can be  concluded that the fluorinated 
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Figure 8. - Upper-ball temperature as funct ion of maximum Hertz 
stress. Shaft speed, 4750 rpm; outer-race temperature, 310" and 
510" R (172 and 283 K) for f luorinated polyether and super-refined 
mineral  oil, respectively; contact angle, 20". 
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(a) Lubricant, super-refined mineral  oil; shaft speed, 4900 rpm; r u n n i n g  time, 
22 hours; ball-temperature, approximately 590' R (328 K). 

(b) Lubr icant f luorinated polyether; shaft speed, 4750 rpm; r u n n i n g  time, 19 hours; 
ball temperature, 340" R (189 K).  

Figure 9. - Magnified r u n n i n g  track profi les of 112-inch- (12.7-mm-) diameter SAE 52100 
steel upper-test ball specimens. Contact angle, 20"; maximum Hertz stress, 800 000 psi 
(5.5~109 ~ l m 2 ) .  



polyether lubricants can form elastohydrodynamic f i lms  a t  the cryogenic tempera tures  

tested. 

S U M M A R Y  OF RESULTS 

Rolling-element lubrication t e s t s  were  conducted with 1/2-inch- (12. 7-mm-) diam- 

e te r  SAE 52100 s tee l  balls.  The tes t s  were  run in a NASA five-ball fatigue t e s t e r  modi- 

fied for  cryogenic temperature testing. The test  conditions included a drive shaft speed 
9 of 4750 rpm,  maximum Hertz s t r e s s e s  of 500 000 to 800 000 ps i  ( 3 . 4 ~ 1 0  to 5. 5x10 9 

2 N/m ), outer-race temperatures  of 160' to 410' R (89 to 227 K), and contact angles of 

lo0, 20') 30') and 40'. Four fluorinated polyether fluids with different viscosities were 

used a s  the lubricants. The following resu l t s  were  obtained: 

1. Elastohydrodynamic lubrication was  obtained with the fluorinated polyether lubri- 

cants at outer-race temperatures  from 160' to 410' R (89 to 227 K), even where outer- 

r ace  temperatures  were  lower than the pour points of the fluids. 

2. The operating character is t ics  of the fluorinated polyether fluids at  cryogenic tem - 
peratures  compared favorably with those of a super-refined mineral oil a t  room tempera-  

ture .  

3. A linear correlation was obtained for  the upper -ball temperature and the lubricant 

temperature.  

4. The upper-ball temperature increased with increasing s t r e s s  at  the s a m e  ra te  for  

the four fluorinated polyether fluids. 

Lewis Research Center,  

National Aeronautics and Space Administration, 

Cleveland, Ohio, August 29, 1969, 

126-15. 
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